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1. Installation 

 

 

1. Open the COP 

cover to the right or 

left according to the 

hinge direction. 

 

2.Place the back 

box of the COP in 

the hole 

previously drilled 

for COP on 

elevator cabin 

wall. Fix the box 

to the cabin wall 

with screws at the 

points indicated 

by “b”in the 

figure. 

 

3.The only electric connection to the 

COP is CON-A cable. 

Pass one terminal of CON-A cable 

through the hole indicated as “X” in 

the figure. 

 

 

 



5. Insert one terminal of the CON-A 

cable to the CON-A socket of PWL Board 

in the inspection box. 

 

 

6. If there are two car doors and two 

COPs: 

i. Carry on all steps from 1 to 4 

for the second COP in the cabin 

to fix it onto the cabin wall. 

ii. Insert one terminal of the 

second Con-A cable to the 

CON-B socket of PWL board in 

the inspection box. 

iii. Pass the other terminal of CON-

A cable through the hole 

indicated as x in Figure 4 and 

insert it to the CON-A socket in 

COP. 

 

 

If there are two doors and two COPs 

then set J2 switches in one COP as A 

and in the other as B. 

 

J2 switch is used to define the side of 

the COP if there are two doors and 

two COPs. 

 

7. Connect the CON-A cable to the CON-

A terminal in COP. 

 

 

  



 

8. After connecting the CON-A cable, close 

the cover according to the hinge direction. 

 

 

 

2-Using The Product 

 Prevent the product from dust, humidity, excessive heat and impact 

in storing, installing and using phases. 

 COP is working with serial communication. Therefore, the lift 

controller to which it will be connected must be functioning with 

the same protocol that COP has. 

 Use only special stainless steel cleaners to clean the COP. Other 

chemical cleaners may damage the surface of the steel. 

 Protect the COP from any water drops or direct contact with other 

liquids. 

 Always, switch off the power before opening the front cover of the 

COP. 

 


